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KX-TSC11MX
Outstanding Features with Built-In Quality

KX-TSC11MX Specifications

Caller ID Compatible*
The 2-Line LCD displays caller’s information. 
You can know who’s calling before you answer.

50-Station Caller ID Memory*
Up to 50 Stations can be stored, you can recall and call back easily.

50-Station Speed Dial
Lets you store and quickly dial as many as up to 50 frequently 
called phone numbers and name.

Up to 20 Stations Redial Memory
The last 20 numbers dialed will be stored and can be re-dialed 
instantly.

2-Line LCD Display with Clock
The convenient 2-Line LCD displays the entire caller’s information, 
time and date, dialed numbers, duration of call and call counter with 
4-level contrast control.

Navigator Key for Easy Operation
The navigator key lets you easily control your 50-station speed 
dialer as well as easily access to the Caller ID memory.

Dial Lock
Using a numerical code you can lock (and unlock) the dialing 
keypad. Outgoing calls can not be dialed, while Incoming calls can 
be answered.

Additional Features
• Call Restriction
• User Programmable Timed Flash 
  (80/90/100/110/200/250/300/400/ 600/700ms)
• Insertable Pause (Time Delay)
• Electronic Volume Control
• Ringer Selector: Off/Low/High
• Telephone Line-Powered Operation
• One-Touch Redial

Dial Mode: Tone (DTMF)/Pulse
Caller ID Memory: 50 stations
Phone Book: 50 stations
Redial Memory: 20 stations
Pause: 3.5 seconds
Flash: User-programmable

(80/90/100/110/200/250/300/400/600/700ms) 
Power Source: Telephone line and 3AA Batteries
Dimensions (H x W x D): 96 mm x 150 mm x 200 mm
Weight: 550 g
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*Requires subscription to Caller ID offered by certain telephone companies for a fee. 
 Please check with local Telephone Company for details and availability.

規格KX-TSC11MX
撥號模式: 音頻式(DTMF) 或脈沖式
來電顯示記憶: 50個
電話簿功能記憶: 50個
重撥記憶: 20個
暫停撥號掣: 3.5秒
時間斷線掣: 自行編制

(80/90/100/110/200/250/300/400/600/700ms)
電源: 電話線及3AA電池
尺寸(高x寬x深): 96毫米 x 150毫米 x 200毫米
重量: 550克

多功能電話系統
Integrated Telephone System

*來電顯示須配合電話公司提供的服務。

 可否使用及詳細情況請向當地電話公司咨詢。

來電顯示功能*
兩行液晶體顯示屏可顯示來電者信息。

接聽之前即可得悉是何人來電。

50個來電顯示記憶*
可將多達50個來電號碼儲存及回撥。

50個電話號碼快速撥號

可儲存多達50個姓名和電話號碼於快速撥號記憶體內。

20個電話撥號記憶及自動重撥功能

本機可儲存最後20個撥通號碼以便隨時重撥。

2行液晶體顯示屏並俱時鐘功能

2行液晶體顯示屏能顯示來電者的號碼、來電的時間、日期和通話持續

時間等，並有4級背光的光暗度調較。

導航式瀏覽鍵操作方便

用導航式瀏覽鍵可方便地操作50個快速撥號器或瀏覽來電記錄。

鍵盤上鎖功能

可用密碼鎖閉(或開啟)撥號鍵盤避免打出電話，但可接聽來電。

其他功能

 • 通話限制功能

 • 自行編制的時間斷線掣

  (80/90/100/110/200/250/300/400/600/700ms)

 • 可插入式延遲

 • 電子音量調節

 • 3級鈴聲音量選擇

 • 使用交流電源

 • 一按重撥


